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Method 22 test while the affected 
source is operating under normal con-
ditions. The duration of each Method 22 
test must be at least 15 minutes. 

(ii) If VE are observed during any 
daily test conducted using Method 22 of 
40 CFR part 60, appendix A–7, you must 
promptly conduct an opacity test, ac-
cording to the procedures of Method 9 
of 40 CFR part 60, appendix A–4. If 
opacity greater than 10 percent is ob-
served, you must initiate and complete 
corrective actions according to your 
OM&M plan. 

(iii) You may decrease the frequency 
of Method 22 testing from daily to 
weekly for a kiln stack if one of the 
conditions in paragraph (e)(1)(iii)(A) or 
(B) of this section is met. 

(A) No VE are observed in 30 consecu-
tive daily Method 22 tests for any kiln 
stack; or 

(B) No opacity greater than 10 per-
cent is observed during any of the 
Method 9 tests for any kiln stack. 

(iv) If VE are observed during any 
weekly test and opacity greater than 10 
percent is observed in the subsequent 
Method 9 test, you must promptly ini-
tiate and complete corrective actions 
according to your OM&M plan, resume 
testing of that kiln stack following 
Method 22 of 40 CFR part 60, appendix 
A–7, on a daily basis, as described in 
paragraph (e)(1)(i) of this section, and 
maintain that schedule until one of the 
conditions in paragraph (e)(1)(iii)(A) or 
(B) of this section is met, at which 
time you may again decrease the fre-
quency of Method 22 testing to a week-
ly basis. 

(v) If greater than 10 percent opacity 
is observed during any test conducted 
using Method 9 of 40 CFR part 60, ap-
pendix A–4, you must report these devi-
ations by following the requirements in 
§ 63.8485. 

(2) Alternative to VE testing. In lieu of 
meeting the requirements under para-
graph (e)(1) of this section, you may 
conduct a PM test at least once every 
year following the initial performance 
test, according to the procedures of 
Method 5 of 40 CFR part 60, appendix 
A–3, and the provisions of § 63.8445(e) 
and (f)(1). 

NOTIFICATIONS, REPORTS, AND RECORDS 

§ 63.8480 What notifications must I 
submit and when? 

(a) You must submit all of the notifi-
cations in §§ 63.7(b) and (c), 63.8(f)(4), 
and 63.9(b) through (e), (g)(1), and (h) 
that apply to you, by the dates speci-
fied. 

(b) You must submit all of the notifi-
cations specified in Table 8 to this sub-
part that apply to you, by the dates 
specified. 

(c) If you are required to conduct a 
performance test or other initial com-
pliance demonstration as specified in 
Tables 4 and 5 to this subpart, your No-
tification of Compliance Status as 
specified in Table 8 to this subpart 
must include the information in para-
graphs (c)(1) through (3) of this section. 

(1) The requirements in § 63.9(h)(2)(i). 
(2) The operating limit parameter 

values established for each affected 
source with supporting documentation 
and a description of the procedure used 
to establish the values. 

(3) For each APCD that includes a 
fabric filter, if a bag leak detection 
system is used, analysis and supporting 
documentation demonstrating con-
formance with EPA guidance and speci-
fications for bag leak detection sys-
tems in § 63.8450(e). 

§ 63.8485 What reports must I submit 
and when? 

(a) You must submit each report in 
Table 9 to this subpart that applies to 
you. 

(b) Unless the Administrator has ap-
proved a different schedule for submis-
sion of reports under § 63.10(a), you 
must submit each report by the date in 
Table 9 to this subpart and as specified 
in paragraphs (b)(1) through (5) of this 
section. 

(1) The first compliance report must 
cover the period beginning on the com-
pliance date that is specified for your 
affected source in § 63.8395 and ending 
on either June 30 or December 31. The 
first reporting period must be at least 
6 months, but less than 12 months. For 
example, if your compliance date is 
March 1, then the first semiannual re-
porting period would begin on March 1 
and end on December 31. 
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(2) The first compliance report must 
be postmarked or delivered no later 
than July 31 or January 31 for compli-
ance periods ending on June 30 and De-
cember 31, respectively. 

(3) Each subsequent compliance re-
port must cover the semiannual report-
ing period from January 1 through 
June 30 or the semiannual reporting 
period from July 1 through December 
31. 

(4) Each subsequent compliance re-
port must be postmarked or delivered 
no later than July 31 or January 31 for 
compliance periods ending on June 30 
and December 31, respectively. 

(5) For each affected source that is 
subject to permitting regulations pur-
suant to 40 CFR part 70 or 40 CFR part 
71, if the permitting authority has es-
tablished dates for submitting semi-
annual reports pursuant to 40 CFR 
70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A), you may submit the 
first and subsequent compliance re-
ports according to the dates the per-
mitting authority has established in-
stead of the dates in paragraphs (b)(1) 
through (4) of this section. 

(c) The compliance report must con-
tain the information in paragraphs 
(c)(1) through (8) of this section. 

(1) Company name and address. 
(2) Statement by a responsible offi-

cial with that official’s name, title, and 
signature, certifying that, based on in-
formation and belief formed after rea-
sonable inquiry, the statements and in-
formation in the report are true, accu-
rate, and complete. 

(3) Date of report and beginning and 
ending dates of the reporting period. 

(4) A description of control device 
maintenance performed while the con-
trol device was offline and the kiln 

controlled by the control device was 
operating, including the information 
specified in paragraphs (c)(4)(i) through 
(iii) of this section. 

(i) The date and time when the con-
trol device was shut down and re-
started. 

(ii) Identification of the kiln that 
was operating and the number of hours 
that the kiln operated while the con-
trol device was offline. 

(iii) A statement of whether or not 
the control device maintenance was in-
cluded in your approved routine con-
trol device maintenance request devel-
oped as specified in § 63.8420(d). If the 
control device maintenance was in-
cluded in your approved routine con-
trol device maintenance request, then 
you must report the information in 
paragraphs (c)(4)(iii)(A) through (C) of 
this section. 

(A) The total amount of time that 
the kiln controlled by the control de-
vice operated during the current semi-
annual compliance period and during 
the previous semiannual compliance 
period. 

(B) The amount of time that each 
kiln controlled by the control device 
operated while the control device was 
offline for maintenance covered under 
the routine control device maintenance 
alternative standard during the cur-
rent semiannual compliance period and 
during the previous semiannual com-
pliance period. 

(C) Based on the information re-
corded under paragraphs (c)(4)(iii)(A) 
and (B) of this section, compute the an-
nual percent of kiln operating uptime 
during which the control device was 
offline for routine maintenance using 
Equation 7. 

Where: 

RM = Annual percentage of kiln uptime dur-
ing which control device was offline for 
routine control device maintenance 

DTp = Control device downtime claimed 
under the routine control device mainte-

nance alternative standard for the pre-
vious semiannual compliance period 

DTc = Control device downtime claimed 
under the routine control device mainte-
nance alternative standard for the cur-
rent semiannual compliance period 
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KUp = Kiln uptime for the previous semi-
annual compliance period 

KUc = Kiln uptime for the current semi-
annual compliance period 

(5) A report of the most recent burner 
tune-up conducted to comply with the 
dioxin/furan work practice standard in 
Table 3 to this subpart. 

(6) If there are no deviations from 
any emission limitations (emission 
limits or operating limits) that apply 
to you, the compliance report must 
contain a statement that there were no 
deviations from the emission limita-
tions during the reporting period. 

(7) If there were no periods during 
which the CMS was out-of-control as 
specified in your OM&M plan, the com-
pliance report must contain a state-
ment that there were no periods during 
which the CMS was out-of-control dur-
ing the reporting period. 

(8) The first compliance report must 
contain the startup push rate for each 
kiln, the minimum APCD inlet tem-
perature for each APCD, and the tem-
perature profile for each kiln without 
an APCD. 

(9) For each deviation that occurs at 
an affected source, report such events 
in the compliance report by including 
the information in paragraphs (c)(9)(i) 
through (iii) of this section. 

(i) The date, time, and duration of 
the deviation. 

(ii) A list of the affected sources or 
equipment for which the deviation oc-
curred. 

(iii) An estimate of the quantity of 
each regulated pollutant emitted over 
any emission limit, and a description 
of the method used to estimate the 
emissions. 

(d) For each deviation from an emis-
sion limitation (emission limit or oper-
ating limit) occurring at an affected 
source where you are using a CMS to 
comply with the emission limitations 
in this subpart, you must include the 
information in paragraphs (c)(1) 
through (4) and (c)(9), and paragraphs 
(d)(1) through (11) of this section. This 
includes periods of startup, shutdown, 
and routine control device mainte-
nance. 

(1) The total operating time of each 
affected source during the reporting pe-
riod. 

(2) The date and time that each CMS 
was inoperative, except for zero (low- 
level) and high-level checks. 

(3) The date, time, and duration that 
each CMS was out-of-control, including 
the pertinent information in your 
OM&M plan. 

(4) Whether each deviation occurred 
during routine control device mainte-
nance covered in your approved routine 
control device maintenance alternative 
standard or during another period, and 
the cause of each deviation (including 
unknown cause, if applicable). 

(5) A description of any corrective ac-
tion taken to return the affected unit 
to its normal or usual manner of oper-
ation. 

(6) A breakdown of the total duration 
of the deviations during the reporting 
period into those that were due to 
startup, shutdown, control equipment 
problems, process problems, other 
known causes, and other unknown 
causes. 

(7) A summary of the total duration 
of CMS downtime during the reporting 
period and the total duration of CMS 
downtime as a percent of the total 
source operating time during that re-
porting period. 

(8) A brief description of the process 
units. 

(9) A brief description of the CMS. 
(10) The date of the latest CMS cer-

tification or audit. 
(11) A description of any changes in 

CMS, processes, or control equipment 
since the last reporting period. 

(e) If you have obtained a title V op-
erating permit according to 40 CFR 
part 70 or 40 CFR part 71, you must re-
port all deviations as defined in this 
subpart in the semiannual monitoring 
report required by 40 CFR 
70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A). If you submit a com-
pliance report according to Table 9 to 
this subpart along with, or as part of, 
the semiannual monitoring report re-
quired by 40 CFR 70.6(a)(3)(iii)(A) or 40 
CFR 71.6(a)(3)(iii)(A), and the compli-
ance report includes all required infor-
mation concerning deviations from any 
emission limitation (including any op-
erating limit), then submitting the 
compliance report will satisfy any obli-
gation to report the same deviations in 
the semiannual monitoring report. 
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However, submitting a compliance re-
port will not otherwise affect any obli-
gation you may have to report devi-
ations from permit requirements to the 
permitting authority. 

(f) Within 60 calendar days after the 
date of completing each performance 
test (as defined in § 63.2) required by 
this subpart, you must submit the re-
sults of the performance test following 
the procedure specified in either para-
graph (f)(1) or (f)(2) of this section. 

(1) For data collected using test 
methods supported by the EPA’s Elec-
tronic Reporting Tool (ERT) as listed 
on the EPA’s ERT Web site (http:// 
www.epa.gov/ttn/chief/ert/index.html) at 
the time of the test, you must submit 
the results of the performance test to 
the EPA via the Compliance and Emis-
sions Data Reporting Interface 
(CEDRI). (CEDRI can be accessed 
through the EPA’s Central Data Ex-
change (CDX) (http://cdx.epa.gov/).) Per-
formance test data must be submitted 
in a file format generated through the 
use of the EPA’s ERT or an alternate 
electronic file format consistent with 
the extensible markup language (XML) 
schema listed on the EPA’s ERT Web 
site. If you claim that some of the per-
formance test information being sub-
mitted is confidential business infor-
mation (CBI), you must submit a com-
plete file generated through the use of 
the EPA’s ERT or an alternate elec-
tronic file consistent with the XML 
schema listed on the EPA’s ERT Web 
site, including information claimed to 
be CBI, on a compact disc, flash drive, 
or other commonly used electronic 
storage media to the EPA. The elec-
tronic media must be clearly marked 
as CBI and mailed to U.S. EPA/OAPQS/ 
CORE CBI Office, Attention: Group 
Leader, Measurement Policy Group, 
MD C404–02, 4930 Old Page Rd., Durham, 
NC 27703. The same ERT or alternate 
file with the CBI omitted must be sub-
mitted to the EPA via the EPA’s CDX 
as described earlier in this paragraph. 

(2) For data collected using test 
methods that are not supported by the 
EPA’s ERT as listed on the EPA’s ERT 
Web site at the time of the test, you 
must submit the results of the per-
formance test to the Administrator at 
the appropriate address listed in § 63.13. 

§ 63.8490 What records must I keep? 

(a) You must keep the records listed 
in paragraphs (a)(1) through (3) of this 
section. 

(1) A copy of each notification and re-
port that you submitted to comply 
with this subpart, including all docu-
mentation supporting any Initial Noti-
fication or Notification of Compliance 
Status that you submitted, according 
to the requirements in § 63.10(b)(2)(xiv). 

(2) Records of performance tests as 
required in § 63.10(b)(2)(viii). 

(3) Records relating to control device 
maintenance and documentation of 
your approved routine control device 
maintenance request, if you request to 
use the alternative standard under 
§ 63.8420(d). 

(b) You must keep the records re-
quired in Table 6 to this subpart to 
show continuous compliance with each 
emission limitation and work practice 
standard that applies to you. 

(c) You must also maintain the 
records listed in paragraphs (c)(1) 
through (11) of this section. 

(1) For each bag leak detection sys-
tem, records of each alarm, the time of 
the alarm, the time corrective action 
was initiated and completed, and a 
brief description of the cause of the 
alarm and the corrective action taken. 

(2) For each deviation, record the in-
formation in paragraphs (c)(2)(i) 
through (iv) of this section. 

(i) The date, time, and duration of 
the deviation. 

(ii) A list of the affected sources or 
equipment. 

(iii) An estimate of the quantity of 
each regulated pollutant emitted over 
any emission limit and a description of 
the method used to estimate the emis-
sions. 

(iv) Actions taken to minimize emis-
sions in accordance with § 63.8420(b) and 
any corrective actions taken to return 
the affected unit to its normal or usual 
manner of operation. 

(3) For each affected source, records 
of production rates on a fired-product 
basis. 

(4) Records for any approved alter-
native monitoring or test procedures. 

(5) Records of maintenance and in-
spections performed on the APCD. 
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(6) Current copies of your OM&M 
plan, including any revisions, with 
records documenting conformance. 

(7) Logs of the information required 
in paragraphs (c)(7)(i) through (iii) of 
this section to document proper oper-
ation of your periodic kiln. 

(i) Records of the firing time and 
temperature cycle for each product 
produced in each periodic kiln. If all 
periodic kilns use the same time and 
temperature cycles, one copy may be 
maintained for each kiln. Reference 
numbers must be assigned to use in log 
sheets. 

(ii) For each periodic kiln, a log that 
details the type of product fired in each 
batch, the corresponding time and tem-
perature protocol reference number, 
and an indication of whether the appro-
priate time and temperature cycle was 
fired. 

(iii) For each periodic kiln, a log of 
the actual tonnage of product fired in 
the periodic kiln and an indication of 
whether the tonnage was below the 
maximum tonnage for that specific 
kiln. 

(8) Logs of the maintenance proce-
dures used to demonstrate compliance 
with the maintenance requirements of 
the periodic kiln work practice stand-
ards specified in Table 3 to this sub-
part. 

(9) Records of burner tune-ups used 
to comply with the dioxin/furan work 
practice standard for tunnel kilns. 

(10) For periods of startup and shut-
down, records of the following informa-
tion: 

(i) The date, time, and duration of 
each startup and/or shutdown period, 
recording the periods when the affected 
source was subject to the standard ap-
plicable to startup and shutdown. 

(ii) For periods of startup, the kiln 
push rate and kiln exhaust tempera-
ture prior to the time the kiln exhaust 
reaches the minimum APCD inlet tem-
perature (for a kiln with an APCD) or 
the kiln temperature profile is at-
tained (for a kiln with no APCD). 

(iii) For periods of shutdown, the kiln 
push rate and kiln exhaust tempera-
ture after the time the kiln exhaust 
falls below the minimum APCD inlet 
temperature (for a kiln with an APCD) 
or the kiln temperature profile is no 

longer maintained (for a kiln with no 
APCD). 

(11) All site-specific parameters, tem-
perature profiles, and procedures re-
quired to be established or developed 
according to the applicable work prac-
tice standards in Table 3 to this sub-
part. 

§ 63.8495 In what form and for how 
long must I keep my records? 

(a) Your records must be in a form 
suitable and readily available for expe-
ditious review, according to 
§ 63.10(b)(1). 

(b) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. 

(c) You must keep each record onsite 
for at least 2 years after the date of 
each occurrence, measurement, main-
tenance, corrective action, report, or 
record, according to § 63.10(b)(1). You 
may keep the records offsite for the re-
maining 3 years. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.8505 What parts of the General 
Provisions apply to me? 

Table 10 to this subpart shows which 
parts of the General Provisions in 
§§ 63.1 through 63.16 apply to you. 

§ 63.8510 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by us, the U.S. EPA, or a 
delegated authority such as your state, 
local, or tribal agency. If the U.S. EPA 
Administrator has delegated authority 
to your state, local, or tribal agency, 
then that agency, in addition to the 
U.S. EPA, has the authority to imple-
ment and enforce this subpart. You 
should contact your U.S. EPA Regional 
Office to find out if implementation 
and enforcement of this subpart is dele-
gated to your state, local, or tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a state, local, or tribal agency under 
subpart E of this part, the authorities 
contained in paragraph (c) of this sec-
tion are retained by the Administrator 
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